
GENERAL NOTES:

1. INITIAL BACKFILL MATERIAL SHALL BE

THOROUGHLY COMPACTED AROUND PIPE BY

SHOVEL SLICING OR TAMPING.

2. SEE SECTION 19 "TRENCH EXCAVATION,

BEDDING AND BACKFILL."

3. MINIMUM DEPTH OF BEDDING MATERIAL SHALL

BE 1-1/2 INCHES BELOW THE PIPE BELL.

4. FOR ROCKY OR FOR UNSTABLE BEDDING

CONDITIONS, SECTION 19-1.07 OF THE

STANDARD CONSTRUCTION SPECIFICATIONS

SHALL APPLY.

5. IF MINIMUM WIDTH CANNOT BE ACHIEVED,

CONTROL DENSITY FILL PER SECTION 50-15

SHALL BE USED IN LIEU OF 3/4" CRUSHED

AGGREGATE AT NO EXTRA COST.

TRENCH WIDTH

MIN = OD + 16"

MAX = OF = 36"

COMPACTED

NATIVE MATERIAL

TRENCH WIDTH

MIN = OD + 20" FOR PIPES < 33"

MIN = OD + 36" FOR PIPES > 33"

3/4" CRUSHED AGGREGATE

TYPE 'B' FOR 12" PIPES OR

LARGER.  SEE NOTE 5.

4" FOR 12" - 48" PIPES

6" FOR PIPES > 54"

12"

OD

12" - 3/4" CRUSHED

ROCK TYPE B*

6"

CURING LAYER

CLASS 'B-2' CONCRETE

PER SECTION 50-5

RIGID PIPE

REINFORCED CONCRETE PIPE C-76

FLEXIBLE PIPE

PVC - C900, C905

CORRUGATED ALUMINUM AND STEEL,

RIBBED ALUMINUM AND STEEL,

ACRYLONITRILE-BUTADIENE-STYRENE (ABS)

CAST IN PLACE CONCRETE PIPE (CIPCP)

COVER LESS THAN 12"

8"

2"

4" FOR 12" - 48" PIPES

6" FOR PIPES > 54"

FILTER FABRIC

* NATIVE MATERIAL  MAY BE USED

FILTER FABRIC

FILTER FABRIC

REINFORCED CONCRETE PIPE

CLASS IV OR V

SD - 6.1

STORM DRAIN PIPE BEDDING AND

INITIAL BACKFILL
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