
2" x 12" REDWOOD OR

DOUGLAS FIR BOARD

1

2

" STAINLESS STEEL

CARRIAGE BOLTS WITH

CUT WASHERS AND NUTS

LENGTH VARIES TO FIT ROAD

SEE NOTE 4

SEE NOTE 2

NOTES:

1. WHERE PERMISSION HAS BEE GRANTED TO CLOSE AN EXISTING PUBLIC STREET,

A R11-2 "ROAD CLOSED" SIGN WILL BE REQUIRED ON THE CENTERLINE OF THE

ROAD IN ADDITION TO THE W31(CA) "END" SIGN.

2. 24" x 24" W31(CA) SIGN AND 18" x 18" OM4-3 MARKER. BLOCK OUT AS NECESSARY

FOR OM4-3 MARKER TOP MOUNTING BOLT (BOTTOM MOUNTING BOLT NORMALLY

THROUGH BARRIER RAIL). OM4-3 MARKER TO HAVE SOLID RED REFLECTIVE

BACKGROUND WITHOUT ADDED REFLECTORS.

3. ALL EXPOSED SURFACES OF BARRICADE SHALL BE PAINTED WITH TWO (2) COATS

OF WHITE PAINT CONFORMING TO STATE OF CALIFORNIA STANDARD

SPECIFICATIONS SECTION 91-3.

4. POST AT CENTER OR NEAREST TO CENTER ON RIGHT HAND SIDE TO BE

EXTENDED TO PROVIDE MOUNTING FOR SIGNS.

4' MIN

8' MAX SPACING

BETWEEN POST

SEE NOTE 2

A.C.

4" x 4" x 6' MIN

TREATED DOUGLAS

FIR POST

BLOCK OUT

36" MIN

36"

MIN

PROPERTY

LINE

6 WF 25 STEEL

POST @ 4' C-C

3

8

" STAINLESS STEEL

BOLTS, WASHERS

AND NUTS; ONE EACH

BOARD AT EACH POST

2" x 12" BOARDS

TREATED DOUGLAS FIR

1' DIAMETER CLASS 'B'

CONCRETE AGAINST

ORIGINAL GROUND

1' DIAMETER DRAIN

ROCK 6" MIN BELOW

CONCRETE FOUNDATION

40', 42'

W31 (CA)

OM4-3 R11-2

SIZE SIZENO. NO. SIZE NO.

36" x 24" 124" 18"1 1

50', 56', 60'

66', 70', 74'

80', 84'

108', 130'

24"

24"

24"

24"

1

1

2

3

48" x 30" 118" 1

118" 1

118" 2

118" 3

48" x 30"

48" x 30"

48" x 30"

RIGHT OF WAY

WIDTH

SIDE VIEW

STREET ENDING IN CUT WHERE

SLOPE IS NOT OBTAINABLE

PROPERTY

LINE

A.C.

36"

MAX

36"

6"

4"

5. POST SHALL BE PRESSURE TREATED

PER STATE OF CALIFORNIA

STANDARD SPECIFICATIONS SECTION

58-1.02.

ST - 41

STREET CLOSURE TIMBER BARRICADE

DRAWING NUMBER
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