
8'

6'-4"

HUMP

INSTALL ADVANCE SIGNING.

SEE DETAIL BELOW.

INSTALL 8" THERMOPLASTIC

WHITE "HUMP" LEGEND (TYP).

SEE DETAIL BELOW.

EDGE OF PAVEMENT

INSTALL ADVANCE SIGNING.

SEE DETAIL BELOW.

100' - 150' ± (TYP)

"HUMP" PAVEMENT

MARKING

NOT TO SCALE

50' ± (TYP)

BACK OF SIDEWALK

C

L

WHUMP

INSTALL "CHEVRON" PAVEMENT

MARKING (TYP).  SEE DETAIL BELOW.

"CHEVRON" PAVEMENT

MARKING DETAIL
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12" WHITE

MARKING

(TYP)

12"

CLEARANCE
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EDGE OF PAVEMENT

CURB AND GUTTER

12'

W

(PAVEMENT WIDTH)

SPEED HUMP PLAN VIEW

NOT TO SCALE

B B

A

A

SECTION B-B

NOT TO SCALE

CURB AND GUTTER

CURB AND

GUTTER

SIGNING AND STRIPING DETAIL

NOT TO SCALE

SPEED HUMP

(SEE DETAIL BELOW)

"DIAMOND" PAVEMENT

MARKING DETAIL

NOT TO SCALE

8'

4'

12" WHITE

MARKING

(TYP)

1' 6"

5'-6"VARIES

2'

EDGE OF

PAVEMENT

C

L

C

L

INSTALL "DIAMOND" PAVEMENT

MARKNG (TYP). SEE DETAIL BELOW.
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12'
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SECTION A-A

NOT TO SCALE

PARABOLIC CURVE

STEEL BOLLARD.  SEE NOTE 1.

(ON ROLLED CURBS ONLY).

NOTE:

1. INSTALL GALVANIZED STEEL BOLLARD

AS NEEDED PER ENGINEER'S DIRECTION

OR AS SPECIFIED ON THE PLANS.  SEE

STANDARD DRAWING NO. T-2A FOR

DETAILS.

APPLY TEMPORARY REFLECTIVE WHITE

FLEXIBLE ROAD TAB @ 3' O.C. AFTER SPEED

HUMP IS INSTALLED (TYP).

DETAIL 22 STRIPE

(25' BOTH SIDES)

18"

EXISTING

GROUND

SIDEWALK

CURB AND

 GUTTER

ADVANCE SIGNING

NOT TO SCALE

SPEED

7'

W17-1 (MOD)

(30 x 30)

MPH

15

W13-1 (15)

(18 x 18)

HUMP

C

L

C

L
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L

T - 2C

ASPHALT SPEED HUMP DETAIL (1)

(W = 26' - 34')
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