
ELK GROVE BLVD.

CANTILEVER SIGNS SHALL BE MOUNTED ON SIGNAL POLES

AND LUMINAIRE POLES AWAY FROM THE CROSS STREET

WITH 30-INCH BRACKETS, TOP AND BOTTOM, (SEE NOTE).

BRACKETS SHALL BE FASTENED TO POLES WITH TWO (2)

0.750 INCH WIDE BY 0.30 INCH THICK TYPE 201 STAINLESS

STEEL BANDS WITH HEAVY DUTY BUCKLE AND A MINIMUM

OF TWO (2) VANDAL PROOF SCREWS SHALL AFFIX THE

STREET SIGN TO THE BRACKET.  THE SCREWS SHALL

PASS THROUGH THE BRACKET AND SIGN.  AT LOCATIONS

WITH TWO (2) SIGNS, THE SIGNS SHALL EACH HAVE TWO

(2) BANDS AFFIXING THE BRACKET TO THE POLE.
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NOTE:
 

BRACKETS SHALL BE 30-INCH IN LENGTH, TOP

AND BOTTOM OF SIGN, AND SHALL BE

ASSEMBLED BY ATTACHING AN EXTRUDED

ALUMINUM HEAD TO AN EXTENDED ALUMINUM "T"

CHANNEL.  THE BRACKET SHALL BE MADE FROM

6082-T6 ALUMINUM WITH "T" SECTION SHALL BE

MADE FROM 6062-T6 ALUMINUM.  THESE

CANTILEVER ASSEMBLIES SHALL ACCOMMODATE

UP TO 

3

4

" INCH STAINLESS STEEL BANDING THAT

CAN BE DOUBLE WRAPPED FOR MOUNTING.  THE

CANTILEVER ARM SYSTEM SHALL ACCEPT SIGNS

UP TO 0.125-INCH THICK.  CANTILEVER ARMS

SHALL BE ATTACHED TO BOTH THE TOP AND

BOTTOM OF SIGN.  CANTILEVER ARMS SHALL BE

DESIGNED TO SUPPORT UP TO A SIGN AREA OF

6-SQ. FT.  COLOR OF CANTILEVER ASSEMBLY AND

BANDS SHALL MATCH POLE COLOR.
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