TEMPORARY

2 1/2" MINIMUM THICKNESS ASPHALT CONCRETE
(SEE RESURFACING NOTES BELOW).

SURFACE SHALL NOT VARY MORE THAN
UP TO +1/2" (NO DEPRESSION ALLOWED)
FROM STRAIGHT GRADE DRAWN ACROSS
TRENCH.

EXISTING PAVEMENT

SEE APPROPRIATE
STANDARD DRAWINGS

TEMPORARY RESURFACING

A. 30 DAYS MAXIMUM ON NON-OCCUPIED RESIDENTIAL STREETS.
B. 72 HOURS MAXIMUM ON OCCUPIED RESIDENTIAL STREETS.
C. 48 HOURS MAXIMUM ON LOCAL COLLECTORS, MAJOR ROADS, AND PRIME ARTERIALS (HOT MIX ONLY 3/4" PG 64-16).
D. TRAFFIC CONTROL PLAN REQUIRED.

GENERAL NOTES

1. "COLD MIX" WILL BE ALLOWED TO REMAIN AS SURFACING FOR A MAXIMUM OF 24 HOURS. EARLIER REPLACEMENT WILL BE REQUIRED IF MAINTENANCE OF THE SURFACE IS UNSATISFACTORY, SOLELY AT THE DISCRETION OF THE CITY ENGINEER OR HIS DESIGNATED REPRESENTATIVE.