SLOPE TO DRAIN

2' 6" 6"

3' 0" OC 10' 0" OC

3/8" GALV EYE BOLT TYP
SEE ENLARGEMENT

1/2" DIA DRILLED HOLE, TYP.
3/8" DIA 7 GALV. WIRE CABLE, TYP
6"x6" PRESSURE TREATED DOUGLAS FIR POST CONST. GRADE, TYP
BACKFILL W/ AGGREGATE BASE COMPACTED TO 95%, TYP

FINISHED GRADE

TERMINAL POST 12" TYP LINE POST

3/8" GALV EYE BOLT W/ GALV WASHERS & NUT

1' BEVEL AT 45 DEGREES ALL AROUND

COUNTERSINK NUT

3/8" GALV CABLE W/ GALV CLAMP
USE CLAMPS FOR CONNECTIONS AND SPICES

3/8" DIA 7 STRAND GALV WIRE CABLE W/ 1/2" DIA DRILLED HOLE IN POST

NOTE: CONCRETE FOOTING SHALL BE INSTALLED AT ALL TERMINAL POSTS AND AT ALL BENDS

DATE: 01/18/2007 NOT TO SCALE

CITY OF ELK GROVE - PUBLIC WORKS

POST AND CABLE FENCING

APPROVED BY:

CITY ENGINEER

DRAWING NUMBER L - 20