Modification or Addition to Improvement Standards and Details

Modification Number: 20071231-2
Effective Date of Change: 12/31/2007

Modification:

- Modification to L28 and L29:
  - Added a note to specify roadway/driveway width for single pipe gate and double pipe gate.

Amended specifications are attached. Projects with preconstruction conference prior to effective date not subject to modification.

Effect of Modification:

- This modification will clarify the usage of the single gate (for roadway/driveway up to 24’ wide max.)
  - Any roadway/driveway over 24’ wide will have double gates.

Request for Modification Initiated By: [Signature] 2/1/08  Date

Modification Reviewed for Conformity and Consistency to Standards: [Signature] 3/11/08  Date

Modification to Improvement Standards Approved: Cheryl Green 3/11/08  Date
Double Pipe Gate

NOTES:

1. Double pipe gates shall be used for roadways or driveways over 24 wide.

2. All pipes shall be black steel pipe.

3. All steel to be painted with 2 coats of exterior paint (2 coats) and varnish.

4. Provide two (2) steel posts and install.

5. Provide entire footing (12 x 12) for gate when gate is opened and closed.

GATE TIE-DOWN POST

CONCRETE FOOTING

CONCRETE FOOTING

ELEVATION

TOP VIEW

Detail A.

Detail B.

Detail C.

Note: All dimensions are approximate.

Variable - See Plans