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AutoCAD SHX Text
NOTES: 1. PROVIDE 1" DEEP SCORE JOINTS AT 10'-0" ON CENTER. PROVIDE 1" DEEP SCORE JOINTS AT 10'-0" ON CENTER. 2. PROVIDE EXPANSION JOINTS AT 20'-0" INTERVALS. PROVIDE EXPANSION JOINTS AT 20'-0" INTERVALS. 3. CLASS "B" CONCRETE. CLASS "B" CONCRETE. 4. MEDIUM BROOM FINISH PERPENDICULAR TO WALK EDGE UNLESS MEDIUM BROOM FINISH PERPENDICULAR TO WALK EDGE UNLESS OTHERWISE SPECIFIED. 5. PROVIDE FULL DEPTH FELT EXPANSION JOINTS WHEN ABUTTING PROVIDE FULL DEPTH FELT EXPANSION JOINTS WHEN ABUTTING WALKS, WALLS AND BUILDINGS.

AutoCAD SHX Text
SLOPE TO DRAIN MIN. 1%, MAX. 1.5% (ACCESSIBLE PATHS CAN'T BE MORE THAN 1.5%)
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CONCRETE WALK

AutoCAD SHX Text
EASE ALL EDGES TO  "R 12"R 3" DEEP MULCH 1' BELOW TOP OF WALK
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AGGREGATE BASE PER SPEC COMPACTED TO 95% SUBGRADE COMPACTED TO 90%
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LAWN 1" BELOW TOP OF WALK

AutoCAD SHX Text
24" ROOT BARRIER IF NEXT TO TREE LOCATION
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20 LF OF #4 REBAR IF NEXT TO TREE LOCATION

AutoCAD SHX Text
20 LF OF #4 REBAR IF NEXT TO TREE LOCATION




