
1-1/2" R

HOLE - ANCHOR

BOLT DIAM. + 1/4"

"C" B.C.

"D" B.C.

9"

"D"

1"

"E"

ANCHOR

BOLTS

1" x 36" x 4"

ROUNDSQUARE

"C"

10

"B"

10"5.85"

MAXMIN

5.61"

BASE OD

'B' SERIES

GAUGE

9-1/2"

BASE PLATE DATA

SERIES 'B'

TOP OD

"A"

20'-0"

2' x 2' x 4'

2-7/8"

POLE DATA

FOUNDATION DIMENSIONS
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SEE BASE

DETAIL

1/4"

1/4"

1/4"

4" x 6-1/2" HANDHOLE REINFORCED

WITH NO. 3 GAUGE RING 1-1/2" WIDE

WELDED TO OUTSIDE OF POLE.

COVER OF 11 GAUGE PLATE.

BOND WIRE

TOP OF CONDUIT SHALL EXTEND

4" ABOVE TOP OF GROUT

8"

GROUT 2" MIN. TO 3" MAX.

WITH 1/2" DIAM. DRAIN HOLE

1" DIAM. x 36" x 4" GALV. A36

ANCHOR BOLT WITH (2) A307 GALV.

HEX NUTS (1"-8) AND 2 GALV. FLAT

WASHERS (4 PLACES)

"E" P

GALV. LEVELING

NUT AND WASHER

2" MIN TO 4" MIN

THREADS

GALV. HOLD DOWN

NUT AND WASHER

GROUND BUSHING

(REQUIRED FOR METALLIC

CONDUIT ONLY)

1/2" NC SQ. NUT

FOR GROUND

SERIES 'B'

BASE DETAILS

"B" SQ.

NOTES:

1. STANDARD SHALL BE INSTALLED SO HANDHOLE FACES THE STREET.

2. FOR USE IN ALL IN-FILL PROJECTS EAST OF HIGHWAY 99 OR NORTH

OF ELK GROVE BLVD AND WEST OF HIGHWAY 99.

2'6" x 3'6"

or

2' x 4'

SL - 22

COMMON TYPE ELECTROLIER

(SERIES 'B')
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