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(4) 1 1/4" SLOTS ACCEPTING:

(4) 3/4" x 24" A307 GALVANIZED

ANCHOR BOLTS

1" A36 STEEL PLATE

9" DIAM. BOLT CIRCLE

APPLICATION

RESIDENTIAL STREETS AND PEDESTRIAN TRAILS

SPECIFICATIONS

POST DESCRIPTION

THE LAGUNA WEST LIGHTING POST SHALL BE ALL STEEL OR CAST IRON

CONSTRUCTION WITH A FLUTED BASE DESIGN.  THE SHAFT SHALL BE FLUTED

AND TAPERED WITH A 5 ¾" BASE DIAMETER.  THE POST SHALL BE SHIPPED WITH

FINISH NOTED BELOW.

MATERIALS

THE BASE SHALL BE CAST IRON AND SHAFT SHALL BE STEEL.  THE BASE AND

SHAFT SHALL BE PRIME PAINTED INSIDE AND OUT WITH RUST INHIBITING, EPOXY

BASED PAINT.

POLES INSTALLED ON OR NEAR LAGUNA BLVD (NORTH OF THE ELLIOT RANCH

ROAD ALIGNMENT) SHALL BE PAINTED OUTSIDE WITH URETHANE GLOSS ENAMEL

OF FEDERAL COLOR STANDARD 595B, COLOR #14516 "AQUA MARINE".  POLES

INSTALLED ON OR NEAR ELK GROVE BLVD (SOUTH OF THE ELLIOT RANCH ROAD

ALIGNMENT) SHALL BE PAINTED OUTSIDE WITH URETHANE GLOSS ENAMEL OF

FEDERAL COLOR STANDARD 595B, COLOR #17083 "GLOSS BLACK".  ONE PINT OF

TOUCH-UP PAINT SHALL BE SHIPPED WITH EACH POLE ORDER.

ALL POLES SHALL BE FINISHED WITH A CLEAR COAT OF URETHANE GLOSS FINISH.

ANCHOR BOLTS AND NUTS SHALL BE HOT DIPPED GALVANIZED STEEL.

CONSTRUCTION

THE POLE SHAFT SHALL BE WELDED TO THE ANCHOR PLATE AND PAINTED AFTER

WELDING.  WELDS SHALL CONFORM TO THE MOST RECENT EDITION OF AWS D1.1.

THE BASE SHALL BE FABRICATED OF ONE OR TWO PIECES AND INSTALLED AFTER

THE POLE SHAFT IS BOLTED TO THE FOUNDATION.  THE FINISH OF THE POLE

SHAFT SHALL BE PROTECTED FROM DAMAGE WHEN THE BASE IS INSTALLED.

POLE AND BASE SHALL BE SHIPPED AS TWO PIECES.

DIMENSIONS

THE POST SHALL BE 12' 0" IN HEIGHT WITH A 16" DIAMETER BASE.  THE SHAFT

SHALL BE TAPERED 0.14" PER FOOT WITH A 5 ¾" BASE DIAMETER.  AT THE TOP OF

THE POST, AN INTEGRAL 2 7/8" X3" TENON SHALL BE PROVIDED FOR LUMINAIRE

MOUNTING.

INSTALLATION

THE POST SHALL BE PROVIDED WITH FOUR, HOT DIP GALVANIZED L-TYPE

ANCHOR BOLTS TO BE INSTALLED AS SHOWN IN THE BASE PLATE DETAIL.  AN

ACCESS DOOR SHALL BE PROVIDED IN THE BASE FOR ANCHORAGE AND WIRING

ACCESS.  A GROUNDING SCREW (5/8") SHALL BE PROVIDED INSIDE THE BASE

OPPOSITE THE DOOR.

PRODUCT

VISCO V1-B16-1-F/12', ELK GROVE
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11 GA., 5 3/4" BASE DIAM.,

STEEL FLUTED TAPERED POLE

0.14"/FT. TAPER

APPLY SILICONE SEALANT

AT INSTALLATION

B16 CAST IRON BASE WITH

REMOVABLE ACCESS DOOR

SL - 42

LAGUNA WEST ELECTROLIER

(SERIES 'B')
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