
NOTES:

1. ALL CITY OWNED FACILITIES SHALL BE WITHIN RIGHT-OF-WAY (R/W) OR PUBLIC UTILITY EASEMENT (PUE).

2. SEE STANDARD DRAWING SL-12 FOR SERVICE POINT PULL BOX DETAILS AND WIRING DIAGRAM.

3. SEE STANDARD DRAWING SL-4 FOR PULL BOX DETAILS.

4. PHOTOCELLS SHALL BE INSTALLED ON THE TOP OF THE LUMINAIRE NEAREST THE SERVICE PEDESTAL OR SERVICE POINT.

5. THE SERVICING UTILITY WILL INSTALL AND MAINTAIN CONDUCTORS FROM THEIR TRANSFORMER, OR POWER POLE TO THE SERVICE POINT PULL BOX.

LUMINAIRE

LIGHT SUB - TYPE SERIES 'A' OR 'B'

(WITHIN RIGHT-OF-WAY OR P.U.E.)

PULL BOX (AS REQUIRED)

CURB AND GUTTER

SIDEWALK

UTILITY SERVICE PEDESTAL, SMUD

TRANSFORMER OR POWER POLE

PULL BOX (AS REQUIRED)

PULL BOX(ES) SHALL BE

PLACED 0" - 6" BEHIND THE

SIDEWALK (TYP)

FOUNDATION

5 TO 6 FOOT SIDEWALK 6 FOOT OR WIDER SIDEWALK

UTILITY SERVICE PEDESTAL, SMUD

TRANSFORMER OR POWER POLE

LUMINAIRE

LIGHT SUB - TYPE SERIES 'A' OR 'B'

(WITHIN RIGHT-OF-WAY OR P.U.E.)

CURB AND GUTTER

6"

CONDUCTORS AND CONDUIT SHALL BE

SIZED ACCORDING TO SERVICE

REQUIREMENTS, HOWEVER, NO. 8 A.W.G.

CONDUCTOR AND 2" DIAMETER CONDUIT

SHALL BE THE MINIMUM SIZE USED.

OWNER, DEVELOPER, OR CONTRACTOR SHALL

INSTALL CONDUIT WITH PULL ROPE.  CONDUIT

SIZE AND DEPTH, AND INSTALLATION DETAILS PER

SERVING UTILITY REQUIREMENTS.  OWNER SHALL

FURNISH AN EASEMENT AS REQUIRED BY THE

SERVING UTILITY.

SIDEWALK

FOUNDATION

PULL BOX (AS REQUIRED)

SERVICE PEDESTAL (CAN) FOR

MULTIPLE UNDERGROUND SERVICE

SERVICE PEDESTAL (CAN) FOR

MULTIPLE UNDERGROUND SERVICE

SERVICE POINT PULL BOX

(SEE SL-12)

PULL BOX (AS

REQUIRED)

SERVICE POINT PULL BOX (SEE SL-12)

SL - 7
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INSTALLATION
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