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NOTES: A. INSTALL BICYCLE SYMBOL OVER DETECTOR LOCATIONS. INSTALL BICYCLE SYMBOL OVER DETECTOR LOCATIONS. B. INSTALL "BIKE", "LANE" AND "       " PAVEMENT LEGENDS AT THE FOLLOWING LOCATIONS: INSTALL "BIKE", "LANE" AND "       " PAVEMENT LEGENDS AT THE FOLLOWING LOCATIONS: - APPROXIMATELY 10' PAST CROSSWALKS. - AT THE BEGINNING OF BICYCLE LANE ADJOINING RIGHT-TURN LANES. C. FOR COLLECTORS WITH 6' SIDEWALKS, THE RIGHT-OF-WAY WIDTH IS 37'. FOR COLLECTORS WITH 6' SIDEWALKS, THE RIGHT-OF-WAY WIDTH IS 37'. D. DIMENSIONS ARE TO CENTERLINE OF STRIPES. DIMENSIONS ARE TO CENTERLINE OF STRIPES. E. SIDEWALK SHALL BE INCLUDED AS PART OF THE RIGHT-OF-WAY WHEN ADJACENT TO THE BACK SIDEWALK SHALL BE INCLUDED AS PART OF THE RIGHT-OF-WAY WHEN ADJACENT TO THE BACK OF CURB SUCH AS AT INTERSECTIONS AND DRIVEWAYS.
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F.	BIKE LANE MARKINGS SHALL BE IN ACCORDANCE WITH MUTCD, BIKE LANE MARKINGS SHALL BE IN ACCORDANCE WITH MUTCD, CALTRANS VERSION.




