
4" A.C. SIDEWALK CONFORM

CONFORM AS NEEDED TO DRAIN

EXISTING OR PROPOSED

BACK OF SIDEWALK

GRADE BREAK

TOP FACE OF CURB

FLOW LINE OF GUTTER

EXISTING OR PROPOSED

LIP OF GUTTER

END CURB, GUTTER,

& SIDEWALK

EDGE OF PAVEMENT-SEE PLANS FOR

LOCATION AND STRUCTURAL SECTION

CONFORM TO GUTTER-GRADE

AS NEEDED TO DRAIN

NOTE: A SIDEWALK BARRICADE SHALL BE REQUIRED IF THE

     END OF THE A.C. SIDEWALK CONFORM ABUTS A

     DRAINAGE DITCH OR ANY OTHER SURFACE THAT WOULD

     POSE A HAZARD TO PEDESTRIANS.

2% MAX.

2
%

 
±

2
%

 
±

8.3% MAX.

V
A

R
.
 
4

'
 
M

A
X

.
5

'
 
M

I
N

.

VARIES5'

ST - 36

A.C. SIDEWALK

CONFORM

DRAWING NUMBER

CITY OF ELK GROVE -  PUBLIC WORKS

REVISION BY APPROVED DATE

NOT TO SCALE

DATE:

09/22/2007

APPROVED BY:

CITY ENGINEER DATE

10/24/2018




